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ABOUT
US

TOUGHDOG SECURITY SYSTEMS is the best
security brand for all security professionals.
We are committed to service our
distributors and dealers, to offer the best
product at a great price. Our product line
has the best features available in the
market with uncompromised quality. Our
technical support has engineers with a
security background that will make the
difference when you call. Our product line
includes HD over coax, HD on IP, IP access
control, and IP intercoms, all managed by
state-of-the-art Surveillance Monitoring
Software (SMS). For security dealers by

former security dealers.

“TOUGHDOG is a different breed in this

security world”

www.tdsecuritysystems.com
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Image Sensor

1/2" 8MP CMOS

1/2.7" 8MP CMOS

Min. lllumination

0.005Lux/F1.5(Color),
OLux/F1.5(IR on)

0.03Lux/F1.7
OLux/F1.7 (IR On)

Lens 3.7-11mm, Motorized 2.7-13.5mm, Motorized
FOV-H 112°~46° 112°~46°
Day/Night ICR ICR

Max. IR Distance

197ft, Smart IR

197ft, Smart IR

OSD Menu Multi-language Multi-language
WDR 120dB 120dB
Noise Reduction 2D/3D 2D/3D

15fps@4K, 20fps@6MP

15fps@4K, 20fps@6MP

Frame Rate 30fps@4MP 30fps@4MP
Video Output HD/SD Switchable HD/SD Switchable
Audio In 1ch in & Built-in Mic 1ch in & Built-in Mic
Alarm In/Out - -

Pan/Tilt/Rotation

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~90°
Rotation: 0°~360°

Ingress Protection

P67

P67

Working Temperature

-30°C~+60°C (-22°F~+140°F)

-30°C~+60°C (-22°F~+140°F)

Power

DC12V+30%
Max. 9.5W

DC12V+30%, Max. 12.0 W DC
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TDOECS8502SA

TDOECS8302A

TDOBCS8302
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Image Sensor

1/2"8MP CMOS

1/2"8MP CMOS

1/ 2" 8MP CMOS

1/3" 8MP CMOS

Min. lllumination

0.005Lux/F1.6Color,
OLux/F1.6(IR on)

0.005Lux/F1.6(Color),
OLux/F1.6(IR on)

0.03Lux/F2.0 (Color)
OLux/F2.0 (IR On)

0.03Lux/F2.0 (Color)
OLux/F2.0 (IR On)

Lens 3.6mm, Fixed 2.8mm, Fixed 2.8mm, Fixed 2.8mm, Fixed
FOV-H 87° 110.8° 105° 112°
Day/Night ICR ICR ICR ICR
Max. IR Distance 262ft, Smart IR 164ft, Smart IR 98ft, Smart IR 98ft, Smart IR

OSD Menu Multi-language Multi-language Multi-language Multi-language
WDR 120dB 120dB 120dB 120dB
Noise Reduction 2D/3D 2D/3D 2D/3D/INR 2D/3D

15fps@4K, 20fps@6MP

15fps@4K, 20fps@6MP

15fps@4K, 20fps@5MP

15fps@4K, 20fps@5MP

ez e 30fps@4MP 30fps@4MP 30fps@4MP 30fps@4MP
Video Output HD/SD Switchable HD/SD Switchable HD/SD Switchable HD/SD Switchable
Audio 1ch in & Built-in Mic 1ch in & Built-in Mic Built-in Mic -

Alarm In/Out " = = -

Pan/Tilt/Rotation

Pan: 0°~360°; Tilt: 0°~90°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~90°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~90°
Rotation: 0°~360

Ingress Protection

P67

P67

IP67

P67

Working Temperature

-30°C~+60°C (-22°F~+140°F)

-30°C~+60°C (-22°F~+140°F)

-40°C~+60°C (-40°F ~ +140°F)

-40°C~+60°C (-40°F ~ +140°F)

Power

DC12V+30%
Max. 11.3W

DC12V+30%
Max. 8W

DC12V+30%
Max. 5.2W

DC12V+30%
Max. 6W
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FULL-COLOR

Image Sensor

1/2.8" 5MP STARVIS™ CMOS

1/2.8" 5MP STARVIS™ CMOS

1/2.7" 5SMP CMOS

1/2.7" 5MP CMOS

1/2.7" 5MP CMOS

Min. lllumination

0.005Lux/F1.3(Color), OLux/F1.3(IR on)

0.005Lux/F1.3(Color), OLux/F1.3(IR on)

0.01 Lux/F1.6, 30IRE, 0 Lux IR on

0.005 Lux/F1.2, 0 Lux warm light on

0.005Lux/F1/2 (Color)
OLux/White Light ON)

Lens 2.7~13.5mm, Motorized 2.7~13.5mm, Motorized 2.7~12mm, Motorized 2.8mm, Fixed 2.8mm, Fixed
FOV-H 102°~29° 102°~29° 34°-107° 98¢ 98°
Day/Night ICR ICR ICR ICR Full Color
Max. IR Distance 197ft, Smart IR 262ft, Smart IR 98.4ft, Smart IR 132ft, Warm Light 131ft, Smart Light

OSD Menu Multi-language Multi-language Multi-language Multi-language Multi-language

WDR 120dB 120dB DWDR 6548 65dB

Noise Reduction 2D/3D 2D/3D 2D/NR 2D 2D/NR

Frame Rate 20fps@5MP 20fps@5MP 25/30fps@4MP 20fps@5MP 20fps@5MP
30fps@4MP, 30fps@1080P 30fps@4MP, 30fps@1080P 25/30fps@1080P 30fps@4MP, 30fps@1080P 30fps@4MP, 30fps@1080P

Video Output HD/SD Switchable HD/SD Switchable HD/SD Switchable HD/SD Switchable HD/SD Switchable

Audio 1ch in & Built-in Mic 1ch in & Built-in Mic = Built-in Mic Built-in Mic

Alarm In/Out = = - Siren and Alarm Out =

Pan/Tilt/Rotation

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~90°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360

Pan: 0°~360°; Tilt: 0°~90°
Rotation: 0°~360

Ingress Protection

P67

IP67

P67

IP67

IP67

Working Temperature

-30°C~+60°C (-22°F~+140°F)

-30°C~+60°C (-22°F~+140°F)

-30°C~+60°C (-22°F~+140°F)

-40°C~+60°C (-40°F~+140°F)

-40°C~+60°C (-40°F ~ +140°F)

Power

DC12V+30%
Max. 10W

DC12V+30%
Max. 12.4W

DC12V+30%
Max. 5.5 IR ON

DC12V+30%
Max. 5.0W

DC12V+30%
Max. 5W
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Image Sensor

1/2.7" 5MP CMOS

1/2.7 inch CMOS

1/2.7" 5MP CMOS

1/2.7" 4AMP CMOS

1/2.7" 4AMP CMOS

Min. lllumination

0.005Lux/F1.2, OLux White Light on

0.02Lux/F2.0, 30IRE, OLux IR on

0.02Lux/F1.85(Color), OLux/F1.85(IR on)

0.03Lux/F1.8, 30IRE, OLux IR on

0.03Lux/F1.8, OLux/F1.8 (IR On)

Lens 3.6mm, Fixed 2.8mm, Fixed 2.8mm, Fixed 2.7~12mm, Motorized 2.7~12mm, Motorized/Fixed
FOV-H 83° 105° 98° H: 92°-29° V: 49°~16° 92°~29°
Day/Night ICR ICR ICR ICR ICR

Max. IR Distance 66ft, White Light 98ft, Smart IR 98ft, Smart IR 197ft, Smart IR 197ft, Smart IR

OSD Menu Multi-language Multi-language Multi-language Multi-language Multi-language

WDR DWDR DWDR DWDR DWDR DWDR

Noise Reduction 2D/INR 2D/NR 2D 565 2D

Frame Rate 2 ps@sME 30fps@4MPp 20fps@5MP 25/30fps@4MP 25/30fps@4MP
30fps@4MP, 30fps@1080P 30fps@1080P, 30fps@720P 30fps@4MP, 30fps@1080P 25/30fps@1080P 25/30fps@1080P

Video HD/SD Switchable HD/SD Switchable HD/SD Switchable HD/SD Switchable HD/SD Switchable

Audio In Built-in Mic Built-in Mic = - -

Alarm In/Out - - - - -

Pan/Tilt/Rotation

Pan: 0°~360°; Tilt: 0°~90°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~90°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~87°
Rotation: 0°~360°

Ingress Protection

P67

P67

P67

P67

P67

Working Temperature

-40°C~+60°C (-40°F~+140°F)

-40°C~+60°C (-40°F~+140°F)

-40°C~+60°C (-40°F~+140°F)

-30°C~+60°C (-22°F~+140°F)

-40°C~+60°C (-40°F~+140°F)

Power

DC12V+30%
Max. 3W With Light ON

DC12V+25%
Max. 3.3W IR ON

DC12V+30%
Max. 3.7W

DC12V+30%
Max. 8W

DC12V DC+30%
Max. 11.5W
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Image Sensor

1/3" 4MP CMOS

1/3" 4MP CMOS

1/2.7 inch CMOS

1/2.7 2MP CMOS

1/2.7 2MP CMOS

Min. lllumination

0.03Lux/F1.9 (Color), OLux/F1.9 (IR On)

0.03Lux/F1.9 (Color), OLux/F1.9 (IR On)

0.02Lux/F1.9, 30IRE, OLux IR on

0.02Lux/F1.9, 30IRE, OLux IR on

0.02Lux/F1.9, 30IRE, OLux IR on

Lens 2.8mm, Fixed 2.8mm, Fixed 2.8mm, Fixed 2.8mm, Fixed 3.6mm, Fixed
EOV-H 99.7° 9970 101° 101° 89°
Day/Night ICR R ICR ICR ICR
Mox R Distanes 164ft, Smart IR 98ft, Smart IR 164ft, Smart IR 98.4ft, Smart IR 66ft, Smart IR

OSD Menu Multi-language Multi-language Multi-language Multi-language Multi-language

WDR DWDR DWDR DWDR DWDR DWDR

Noise Reduction 2D 2D 2D/NR 2D/NR 2D

= Rat 30fps@4MP 30fps@4MP 1080P@25/30fps; 1080P@25/30fps; 1080P@25/30fps;
fame rate 30fps@1080P, 30fps@720P 30fps@1080P, 30fps@720P 720P@25/30fps 720P@25/30fps 720P@25/30fps

Video Output HD/SD Switchable HD/SD Switchable HD/SD Switchable HD/SD Switchable HD/SD Switchable

Audio Built-in Mic : Built-in Mic Built-in Mic -

Alarm In/Out N = - -

Pan/Tilt/Rotation

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~90°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Ingress Protection

P67

P67

P67

P67

P67

Working Temperature

-30°C~+60°C (-22°F~+140°F)

-40°C~+60°C (-40°F~+140°F)

-40°C~+60°C (-40°F~+140°F)

-40°C~+60°C (-40°F~+140°F)

-40°C~+60°C (-40°F~+140°F)

Power

DC12V+25%
Max. 4.1W

DC12V+25%
Max. 4.6W

DC12V+25%
Max. 3.2 IR ON

DC12V+25%
Max. 3.2 IR ON

DC12V+25%
Max. 3.6IR ON
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RIFZ

TDPTZHD2M25IRS

TDPTZHD4M30IR

Model

1]

a

Image Sensor

1/2.8" 2MP STARVIS™ CMOS

1/3" 4MP CMOS

Min. lllumination

Color: 0.005Lux@F1.6; B/W:
0.0005Lux@F1.6;0Lux@F1.6 (IR on)

Color: 0.05Lux@F1.6; B/W:
0.005Lux@F1.6;0Lux@F 1.6 (IR on)

4.8~120mm (25x Op cal zoom)

Lens 4.5~135mm (30x Op cal zoom)
FOV-H 62.8°~2.6° 60° ~2.2°
Day/Night Auto(ICR) / Color / B/IW ICR
Max. IR Distance 328 328
0SD Menu Supported Supported
WDR 120dB True WDR 120dB True WDR
Noise Reduction Ultra DNR (2D/3D) Ultra DNR (2D/3D)
30fps@1080P 30fps@4MP/1080P

Frame Rate

30/60fps@720P 30/60fps@720P
Video Output HD/SD Switchable HD/SD Switchable
Pan/Tilt Pan: 0° ~ 360° endless; Tilt: 15° ~ 90° Pan: 0° ~ 360° endless; Tilt: 15° ~ 90°
Preset Speed Pan: 240°/s, Tilt: 200°/s Pan: 400°/s, Tilt: 300°/s
Audio 1 1
Alarm In/Out 2/1 2/1

P66 P66

Ingress Protection

Working Temperature

-40°C ~ +70°C (-40°F~+158°F)

-40°C ~ +70°C (-40°F~+158°F)

Power

DC12V/3A
13W, 22W (IR on, Heater on)

AC24V
Max. 23W
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TDHDX4-Al

TDHDX8-AI

TDHDX16-Al

TDHDX4-4K-Al
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Video Compression

H.265+/H.265/H.264+/H.264

H.265+/H.265/H.264+/H.264

H.265+/H.265/H.264+/H.264

H.265+/H.265/H.264+/H.264

Audio Compression

AAC/G.711/PCM

AAC/G.711A/G.711U/PCM

AAC/G.711/PCM

AAC/G.711/PCM

Video Standard

HDCVI/AHD/CVBS/TVI (Auto-detect)

HDCVI/AHD/CVBS/TVI (Auto-detect)

HDCVI/AHD/CVBS/TVI (Auto-detect)

HDCVI/AHD/CVBS/TVI (Auto-detect)

Max. Record Resolution

CHO1-04: 4M-N/1080P

All channel: 5M-N

All channel: 5M-N

CHO1: 4K, CH02-04: 4K-N/4MP

Max. HDCVI
Recording Rate

15fps@4M-N,15FPS@1080P,
30fps@720P

10fps@5M-N, 15fps@4M-N
15fps@1080P, 30fps@720P

10fps@5M-N, 15fps@4M-N
15fps@1080P, 30fps@720P

7fps@4K, 10fps@6MP, 12fps@5MP
15fps@4K-N, 15fps@4MP, 15fps@3MP
30fps@4M-N, 30fps@1080P

CVBS Input

4CH,1.0Vp-p,75Q

8CH BNC

16CH BNC

4CH,1.0Vp-p,75Q

IP Camera Input

4+2 / IPC Up to 6MP

8+4 /|IPC Up to 6MP

16+8 / IPC Up to 6MP

4+4 / IPC Up to 8MP

Max IP Input/Record 24Mbps/24Mbps 48Mbps/48Mbps 96Mbps/96Mbps 64Mbps/64Mbps
Audio In/Out 1/1, 2-way 1/1, 2-way 1/1, 2-way 1/1, 2-way
Max HDD 1x10TB 1x10TB 1x10TB 1x10TB
Display HDMI/VGA(1920x1080) HDMI/VGA(1920x1080) HDMI(3840x2160), VGA(1920x1080) HDMI(3840x2160), VGA(1920x1080)
eSATA % - # g
USB 2 USB2.0 2 USB2.0 1 USB3.0, 1 USB2.0 2 USB2.0
DVD Burner USB UsB USB usB
Alarm In/Out - - - -
Ethernet 1x100M port 1x100M port 1 Gigabit port 1x100M port
Remote User Login 128 128 128 128
325mmx»255mmx55mm 325%255x55mm 325x255x55mm 325%255%x55mm
Dimensions (12.8"x 10" x 2.2") (12.8"x10.0"x2.2") (12.8"x10.0"x2.2") (12.8"x10.0"x2.2")
DC12V/2A, DC12V/2A, DC12V/2A, DC12V/2A,
Power <10W(Without HDD) <10W(Without HDD) <15W(Without HDD) <7W(Without HDD)

Intelligent Video

Perimeter Protection / face detection
up to 2 channels

Perimeter Protection / face detection
up to 2 channels

Perimeter Protection / face detection
up to 2 channels

Perimeter Protection / face recognition
up to 2 channels

Star Features

POS,P2P,Coaxial Audio/Alarm/
Upgrade, 2D/3DNR

SMD Plus
Up to 8 channels (HD)

SMD Plus
Up to 16channels (HD)

SMD Plus
Up to 4channels (HD)
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4K

TDHDX8-4K-Al

TDHDX16-4K-Al

TDHDX162-4K-Al

Model

Video Compression

H.265+/H.265/H.264+/H.264

H.265+/H.265/H.264+/H.264

H.265+/H.265/H.264+/H.264

AAC/G.711/PCM

Audio Compression AAC/G.711/PCM AAC/G.711/PCM
Video Standard HDCVI/AHD/CVBS/TVI (Auto-detect) HDCVI/AHD/CVBS/TVI (Auto-detect) HDCVI/AHD/CVBS/TVI (Auto-detect)
Max. Record Resolution CHO1-08: 4K CHO1-16: 4K CHO01-08: 4K

Max. HDCVI
Recording Rate

7fps@4K, 10fps@6MP, 12fps@5MP
15fps@4K-N, 15fps@4MP, 15fps@3MP
30fps@4M-N, 30fps@1080P

10fps@4K, 10fps@6MP

12fps@5MP, 15fps@4MP, 15fps@3MP,

30fps@4M-N, 30fps@1080P

7fps@4K, 10fps@6MP, 12fps@5MP
15fps@4K-N, 15fps@4MP, 15fps@3MP
30fps@4M-N, 30fps@1080P

CVBS Input 8CH,1.0Vp-p,75Q 16CH,1.0Vp-p,75Q 16CH,1.0Vp-p,75Q
IP Camera Input 8+8/IPC Up to 8MP 16+16 / Up to 8MP 16+16 / IPC Up to 8MP
Max IP Input/Record 128Mbps/128Mbps 128Mbps/128Mbps 128Mbps/128Mbps
S Audio In/Out 1/1, 2-way 16/1, 2-way 171, 2-way
Max HDD 1x10TB 1x10TB 2x10TB
Display HDMI, VGA HDMI, VGA, SPOT HDMI, VGA
eSATA - B .
USB 1 USB3.0,1USB2.0 1 USB3.0, 1 USB2.0 1 USB3.0,1 USB2.0
DVD Burner usB usB UsB
Alarm In/Out - 16/3 =
Ethernet 1 Gigabit port 1 Gigabit port 1 Gigabit port
Remote User Login 128 128 128
325mmx255mmx55mm 325%255x55mm 375 mm x 288 mm x 53 mm
Dimensions (12.8"x 10" x 2.2") (12.8"x10.0"x2.2") (14.76" x 11.30" x 2.09")
Power <10\AI/D((\:/\1/'2W 2A, DC12V/5A, DC12V/5A,
< ithout HDD) <15W(Without HDD) <15W(Without HDD)

Intelligent Video

Perimeter Protection / face recognition
up to 2 channels

Perimeter Protecti n
up to 2 channels

Perimeter Protection / face recognition
up to 2 channels

Star Features

SMD Plus
Up to 8 channels (HD)

SMD PLus
Up to 16 channels

SMD Plus
Up to 16 channels (HD)
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Model

TDHDXS16-4K-1

TDHDX32-4K-Al

TDHDX32-4-4K-Al

Video Compression

H.265+/H.265/H.264+/H.264

H.265+/H.265/H.264+/H.264

H.265+/H.265/H.264+/H.264

Audio Compression AAC/G.711/PCM AAC/G.711/PCM AAC/G.711/PCM
Video Standard HDCVI/AHD/CVBS/TVI (Auto-detect) HDCVI/AHD/CVBS/TVI (Auto-detect) HDCVI/AHD/CVBS/TVI (Auto-detect)
Max. Record Resolution CHO1-16: 4K CHO1-16: 4K CHO1-16: 4K

Max. HDCVI
Recording Rate

7fps@4K, 10fps@6MP, 12fps@5MP
15fps@4MP, 15fps@3MP
30fps@4M-N, 30fps@1080P

7fps@4K, 10fps@6MP, 12fps@5MP
15fps@4MP, 15fps@3MP
30fps@4M-N, 30fps@1080P

7fps@4K, 10fps@6MP, 12fps@5MP
15fps@4MP, 15fps@3MP
30fps@4M-N, 30fps@1080P

CVBS Input

16CH,1.0Vp-p,75Q

16CH,1.0Vp-p,75Q

16CH,1.0Vp-p,75Q

IP Camera Input

16+48 / Up to 12MP

Max 32Ch/ IPC Up to 8MP

Max 32Ch/ IPC Up to 8MP

Max IP Input/Record 256Mbps/256Mbps 128Mbps/128Mbps 128Mbps/128Mbps

Audio In/Out 1/1, 2-way 1/1, 2-way 1/1, 2-way

Max HDD 8x10TB 1x10TB 4x10TB

Display HHD[;,"V'”lZ/(\ggﬁ&%zl%’&?ﬁ(}) HDMI, VGA, TV HDMI, VGA, TV

eSATA 1 - 1

USB 2USB3.0,2USB 2.0 1 USB3.0,1 USB2.0 1 USB3.0,1 USB2.0

DVD Burner USB/SATA USB USB

Alarm In/Out 16/6 16/3 16/6

Ethernet 2 Gigabit ports 1 Gigabit port 1 Gigabit port

Remote User Login 128 128 128

440x455x95mm 325%255x55mm 440 mm x 421 mm x 76 mm

Dimensions (17.3"x17.9"x3.7") (12.8"x10.0"x2.2") (17.32" x 16.54" x 2.99")

Boner AC 100-24{OV,50/ 60Hz,240W DC1_2V/ 5A, DC1?V/ 5A,
(Without HDD) <32W(Without HDD) <30W(Without HDD)

Intelligent Video

Perimeter Protection 16ch / face
recognition up to 6 channels

Perimeter Protection / face
recognition up to 6 channels

Perimeter Protection / face
recognition up to 6 channels

Star Features

Face Metadata,
Face Search, Raid

SMD Plus
Up to 32 channels (HD)

SMD Plus
Up to 32 channels (HD)
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Image Sensor

1/1.8" 8BMP CMOS

1/2.7" 8MP CMOS

Lens

2.7~13.5mm/F1.9 Motorized

2.7~13.5mm/F1.5, Motorized
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FOV-H

112°/46°/60°

113°/58°/138°

Min. lllumination

0.009 Lux@F2.0

0.008 Lux@F1.5

Day/Night ICR ICR
WDR 120dB 120dB
Max. IR Distance 98 196

Video Compression

H.265; H.264; H.264B; MJPEG

H.265; H.264; H.264B; MJPEG

Max. Resolution 4K(3840x2160) 4K(3840%2160)
Frame Rate 15fps@4K 15fps@4K
Multi-s reaming 2 streams 2 streams

Pan/Tilt/Rotation

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Intelligent Video

Tripwire, Intrusion, Motion
detection, Video tampering

Tripwire, Intrusion, Motion
detection, Video tampering

ONVIF(Profile S/Profile G/Profile T);

Compa bility ONVIF, PSIA, CGI CGl; P2P; Milestone; Genetec
Audio In/Out - -
Memory Slot Micro SD, Max. 128GB Micro SD, Max. 256GB
Alarm In/Out 1= -

IP67 IP67

Ingress Protection

Working Temperature

-30° C to +60° C (-22° F to +140° F)

-40°C~+60°C(-40°F~+140°F)

Power

DC12V, PoE (802.3af)
Max. 10.9W

DC12V, PoE (802.3af)
Max. 9.9W




TOUGHDOG SECURITY

4K 5MP
TDOEIA8302SA TDOBIA8302S TDOEIS530L2A-PD TDOEIS550L2A
- ¢ ¢ ) i
P [ . g
Model 2 C

FULL-COLOR

Image Sensor

1/2.7" 8MP CMOS

1/2.7" 8MP CMOS

1/2.7" 5MP CMOS

1/2.7" 5MP CMOS

Lens 2.8mm/F2.0, Fixed 2.8mm/F2.0, Fixed 2.8mm/F1.0, Fixed 2.8mm/F1.6, Fixed
FOV-H 105°/56°/125° 105°/56°/125° 103°/53°/122° 102°/71°/58°
Min. lllumination 0.009 Lux@F2.0 0.009 LUx@F2.0 ?'?V?,?;rl'muﬁgrftl)'o ?‘?Qﬂ"ﬁégm'é
Day/Night ICR ICR ICR / Color / B/W ICR / Color / B/W
WDR 120dB 120dB 120dB 120dB

Max. IR Distance 98 98 98 164

Video Compression

H.265; H.264; H.264B; MJPEG

H.265/H.264H/MJPEG

H.265/H.264H/MJPEG

H.265+/H.265/H.264+/H.264

Max. Resolution 4K(3840%2160) 4K(3840%2160) 5MP(2592x1944) 5MP(2592x1944)
Frame Rate 15fps@4K 15fps@4K 20fps@5Mp 20fps@5Mp
Multi-s reaming 2 streams 2 streams 3 streams 3 streams

Pan/Tilt/Rotation

Pan: 0°~360°; Tilt: 0°~78°
Rotati n: 0°~360°

Pan: 0°~355°; Tilt: 0°~75°
Rotati n: 0°~355°

Pan: 0°~360°; Tilt: 0°~78°
Rotati n: 0°~360°

Pan: 0°~360°; Tilt: 0°~78°
Rotati n: 0°~360°

Intelligent Video

Tripwire, Intrusion, Motion
detection, Video tampering

Tripwire, Intrusion, Motion
detection, Video tampering

Smart Tripwire, Scene
Change Motion detection
Video Tampering

Smart Tripwire, Scene
Change Motion detection
Video Tampering

Compa bility ONVIF (Profile S/Profile G/ ONVIF (Profile S/Profile G/ ONVIF(Profile S/Profile G/Profile T); | ONVIF(Profile S/Profile G/Profile T);
ProfileT);CGl; Milestone; Genetec | ProfileT);CGl; Milestone; Genetec CGl; P2P; Milestone; Genetec CGl; P2P; Milestone; Genetec
Audio Built-in Mic - 1/1, Built-in MIC,Built-in Speaker| 1/1, Built-in MIC,Built-in Speaker
Memory Slot Micro SD, Max. 256GB Micro SD, Max. 128GB Micro SD, Max. 256GB Micro SD, Max. 256GB
Alarm In/Out 3 s 1(5V 5mA)/1(12V 300mA) 1 (5V 5mA)/1(12V 300mA)

Ingress Protection

IP67

IP67, 1IK10

IP67

P67

Working Temperature

—40°C to +55°C (—40°F to +131°F)

—40°C to +60°C (—40°F to +140°F)

-40°C~+60°C(-40°F~+140°F)

-40°C~+60°C(-40°F~+140°F)

Power

DC12V, PoE (802.3af)
Max. 7.2W

DC12V, PoE (802.3af)
Max. 5.5W

DC12V, PoE (802.3af)
Max. 8W

DC12V, PoE (802.3af)
Max. 7.2W
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5MP

TDODIA530M

TDOIDYS550L2-Al

TDOBIS550L2A

TDOEIA5302SA

Model

Image Sensor

1/2.7" 5MP CMOS

1/2.7" 5MP CMOS

1/2.7" 5MP CMOS

1/2.7" 5MP CMOS

Lens 2.7~13.5mm/F1.6, Motorized 2.8mm/F1.6, Fixed 2.8mm/F1.6, Fixed 2.8mm/F2.0, Fixed

FOV-H 95°/27°/70° 98°/71°/129° 102°/71°/84° 103°/71°/132°
0.02LuxF1.6( Color,1/3s,30IRE)

. R 0.005 Lux@F1.6 0.005 Lux@F1.6

0.2LuxF1.6( Color,1/30s,30IRE i

Min. llluminati n ux 0Lu>(</F(1).%EIR ons) ) 2 (IR LED), 1 (Warm light) 2IRs, 1 LED 0.008 Lux @ F1.6

Day/Night ICR ICR / Color / B/W ICR ICR

WDR 120dB 120dB 120dB 120dB

Max. IR Distance 98 164 197 98

Video Compression

H.265+/H.265/H.264+/H.264H

H.265+/H.265/H.264+/H.264

H.265+/H.265/H.264+/H.264

H.265+/H.265/H.264+/H.264H

Max. Resoluti n 5MP(2592x1944) 5MP(2592x1944) 5MP(2592x1944) 5MP(2592x1944)
Frame Rate 15fps@5MP, 30fps@3MP 20fps@5Mp 20fps@5Mp 20fps@5MP, 30fps@3MP
Multi-s reaming 2 streams 3 streams 3 streams 2 streams

Pan/Tilt/Rotati n

Pan: 0°~360°; Tilt: 0°~80°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~90°
Rotation: 0°~360°

Pan: 0°~355°; Tilt: 0°~65°
Rotation: 0°~355°

Intelligent Video

Tripwire, Intrusion

Smart Tripwire, Scene
Change Motion detection
Video Tampering

Smart Tripwire, Scene
Change Motion detection
Video Tampering

Tripwire, Intrusion

ONVIF(Profile S/Profile G/Profile T);

ONVIF(Profile S/Profile G/Profile T);

i ONVIF(Profile S/Profile G/Profile T);
Compa bility ONVIF profile S&G, API CGl: P2P; Milestone; Genetec CGl; P2P; Milestone; Genetec CGl; P2P; Milestone; Genetec
Audio In/Out - 1/1, Built-in MIC,Built-in Speaker 1/1, Built-in Speaker Built-in Mic
Memory Slot Micro SD, Max. 128GB Micro SD, Max. 256GB Micro SD, Max. 256GB Micro SD, Max. 256GB
Alarm In/Out & 1(5V 5mA)/1(12V 300mA) -

1(5V 5mA)/1(12V 300mA)

Ingress Protecti n

IP67,1K10

IP67

P67

IP67

Working Temperature

-30°C~+60°C(-22°F~+140°F)

—40°C to +60°C (—40°F to +140°F)

—40°C to +60°C (—40°F to +140°F)

—40°C to +60°C (—40°F to +140°F)

Power

DC12V, PoE (802.3af)(Class 0)
Max. 9.5W(-ZS), 7.5W(-VFS)

DC12V, PoE (802.3af)
Max. 9.6W

DC12V, PoE (802.3af)
Max. 8.5W

DC12V, PoE (802.3af)(Class 0)
Max. 7.2W
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TOUGHDOG SECURITY

Model

5MP 4MP
TDOBIS5302 TDODIA450M-Al TDODIA430MS TDOBIS460M-Al TDOBIS460MS
= -

| T

Image Sensor

1/2.7" 5MP CMOS

1/3" 4Mp CMOS

1/3” 4AMP CMOS

1/3" 4AMP CMOS

1/3" 4MP CMOS

Lens

2.8mm/F2.0, Fixed

2.7~13.5mm/F1.5, Motorized

2.7-13.5mm/F1.5, Motorized

2.7~13.5mm/F1.5, Motorized

2.7~13.5mm/F1.4, Motorized

FOV-H

96°/78°/70°

104°~27°

104°~ 27°

104°~ 27°

104°~ 28°

Min. lllumination

0.03Lux/F2.0( Color,1/3s,30IRE)
0.3Lux/2.0( Color,1/30s,30IRE)
OLux/F2.0(IR on)

0.005 Lux@F1.5 (Color, 30IRE)
0.0005 Lux@F1.5 (B/W, 30IRE)
0 Lux (llluminator on)

0.008 Lux@F1.5

0.005 Lux@F1.5 (Color, 30IRE)
0.0005 Lux@F1.5 (B/W, 30IRE)
0 Lux (llluminator on)

0.008 Lux@F1.5

Day/Night ICR ICR ICR ICR ICR
WDR 120dB 120dB 120dB 120dB 120dB
Max. IR Distance 98 131 98 197 197

Video Compression

H.265+/H.265/H.264+/H.264H

H.265+/H.265/H.264+/H.264H

H.265/H.264/H.264B/MJPEG

H.265+/H.265/H.264+/H.264H

H.264+/H.264

Max. Resolution

5MP(2592x1944)

4Mp(2688x1520)

4M(2560x1440)

4MP(2688x1520)

4MP(2688x1520)

Frame Rate

20fps@5MP, 30fps@3MP

2688 x 1520@1-25/30 fps

20fps@4MP / 25/30fps@3M

2688 x 1520@1-25/30 fps

20fps@4MP, 30fps@3MP

Multi-s reaming

2 streams

3 streams

2 streams

3 streams

2 streams

Pan/Tilt/Rotation

Pan: 0°~355°; Tilt: 0°~65°
Rotation: 0°~355°

Pan: 0°~355°; Tilt: 0°~75°
Rotation: 0°~355°

Pan: 0°~360°; Tilt: 0°~90°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~90°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~90°
Rotation: 0°~360°

Intelligent Video

Tripwire, Intrusion

Smart Tripwire, Scene
Change Motion detection
Video Tampering

Tripwire, Intrusion

Smart Tripwire, Scene
Change Motion detection
Video Tampering

Tripwire, Intrusion

o ONVIF profile S&G ONVIF profile S&G, CGl, P2P ONVIF profile S&G
Compa_ bility ONVIF Profile S&G, API CGl, P2P, Milestone, Genetec ONVIF profile S&G, API Milestone, Genetec CGl, P2P, Milestone, Genetec
Audio In/Out - 1/1 1/1 1/1 -
Memory Slot - Micro SD, Max. 256GB Micro SD, Max. 256GB Micro SD, Max. 256GB Micro SD, Max. 128GB
Alarm In/Out - 1(5V 5mA)/1(12V 300mA) 1(5V 5mA)/1(12V 300mA) 1(5V 5mA)/1(12V 300mA) =

Ingress Protection

IP67

IP67, IK10

IP67,1K10

P67

IP67

Working Temperature

-30°C~+60°C(-22°F~+140°F)

-30°C~+60°C(-22°F~+140°F)

-30°C~+60°C(-22°F~+140°F)

-30°C~+60°C(-22°F~+140°F)

—40°C to +60°C (—40°F to +140°F)

Power

DC12V, PoE (Sog.Saf)(Class 0)
Max. "W

DC12V, PoE
Max. 8.5W

DC12V, PoE (802.3af)(Class 0)
Max. 5.6W, PoE Max. 6.5

DC12V, PoE
Max. 9.8W

DC12V, PoE (802.3af)
Max. 9.6W
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aMP
TDOEIS450MS TDOEIA4502SA-Al TDOBIA4502SA-Al TDOEIA4302SA TDOEIY417L2
b ) = 2 K
A \ ~ { — \
Model /\ - "i/ ‘ /-\ mgaa
o d 00

Image Sensor

1/3" 4MP CMOS

1/3" 4MP CMOS

1/3" 4MP CMOS

1/3” 4AMP CMOS

1/2.7" 4AMP CMOS

Lens

2.7mm~13.5mm/F1.8, Motorized

2.8mm/F1.6, Fixed

2.8mm/F1.6, Fixed

2.8mm/F1.6, Fixed

2.8mm/F1.6, Fixed

FOV-H

104°~27°

103°/55°/22°

102°/55°/122°

102°/55°/121°

103°/53°/22°

Min. lllumination

0.008 Lux@F1.5

0.005 Lux@F1.6 (Color, 30IRE)
0.0005 Lux@F1.6 (B/W, 30IRE)
0 Lux (llluminator on)

0.005 Lux@F1.6 (Color, 30IRE)
0.0005 Lux@F1.6 (B/W, 30IRE)
0 Lux (llluminator on)

0.008 Lux @ F1.6

0.003 Lux@F1.0
2 (warm LED)

Day/Night ICR / Color / B/W Auto(ICR)/Color/B/W Auto(ICR)/Color/B/W Auto(ICR)/Color/B/W Color/B/W
WDR 120dB 120dB 120dB 120dB 120dB
Max. IR Distance 164 164 164 98 (98.4 ft) (Warm light)

Video Compression

H.265/H.264H/MJPEG

H.265+/H.265/H.264+/H.264H

H.265+/H.265/H.264+/H.264H

H.265+/H.265/H.264+/H.264

H.265+/H.265/H.264+/H.264

Max. Resolution 4MP(2560%1440) 4MP(2668x%1520) 4MP(2668x%1520) 4MP(2560x1440) 4MP(2668x%1520)
Frame Rate 20fps@4MP 2688 x 1520@1-25/30 fps 2688 x 1520@1-25/30 fps 25/30fps@4MP 25/30fps@4MP
Multi-s reaming 2 streams 3 streams 3 streams 2 streams 3 streams

Pan/Tilt/Rotation

Pan:0° ~360° ;Tilt:0° ~90°
Rotation:0° ~360°

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Horizontal: 0°~360°
Vertical: 0°~90° Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Intelligent Video

Tripwire,Intrusion

Smart Tripwire, Scene
Change Motion detection
Video Tampering

Smart Tripwire, Scene
Change Motion detection
Video Tampering

Tripwire,Intrusion

Smart Tripwire, Scene
Change Motion detection
Video Tampering

ONVIF profile S&G

ONVIF profile S&G

ONVIF (Profile S/Profile G),

Compa bility ONVIF (Profile S/Profile G), : ] F ONVIF (Profile S/Profile G), CGl,
CGl, Milestone, Genetec CGl, P2P, Milestone, Genetec CGl, P2P, Milestone, Genetec CGl, Milestone, Genetec Milestone, Genetec

Audio In/Out - Built-in Mic 1/1, Built-in Mic Built-in Mic Built-in Mic

Memory Slot - Micro SD, Max. 256GB Micro SD, Max. 256GB Micro SD, Max. 256GB Micro SD, Max. 256GB

Alarm In/Out = = 1(5V 5mA)/1(12V 300mA) - -

Ingress Protection

IP67

IP67

IP67

P67

P67

Working Temperature

-30°C~+60°C(-22°F~+140°F)

-40°C~+60°C(-40°F~+140°F)

-40°C~+60°C(-40°F~+140°F)

-40°C~+60°C(-40°F~+140°F)

-40°C~+60°C(-40°F~+140°F)

Power

DC12V, PoE (802.3af)
Max. 6.4W

DC12V, PoE
Max. 7.7W

DC12V, PoE
Max. 5.4W

DC12V, PoE
Max. 6.6W

DC12V, PoE (802.3af)
Max. 8.5W
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TOUGHDOG SECURITY

Model

4MP 2MP
TDODIA4302 TDOBIA4302 TDOEIY4N3A TDOBIS2403-4G
A ¢ e pl—
o el [—/‘ b m \

) ©

FULL-COLOR

Image Sensor

1/3" 4AMP CMOS

1/3" 4AMP CMOS

1/3" 4AMP CMOS

1/2.9" 2MP STARVIS™ CMOS

Lens

2.8mm/F1.6, Fixed

2.8mm/F1.6, Fixed

2.8mm/F1.6, Fixed

3.6mm/F1.0, Fixed

FOV-H

102°/55°/121°

102°/55°/121°

103°/ 55°/122 °

83°/51°/44°

Min. lllumination

0.008 Lux @ F1.6

0.008 Lux@F1.6

0.005 Lux@F1.6 (Color, 30IRE)
0.0005 Lux@F1.6 (BIW, 30IRE)

0.04Lux/F2.0( Color,1/3s,30IRE)
0.22Lux/F2.0( Color,1/30s,30IRE)

0 Lux (llluminator on) OLux/F2.0(IR on)
Day/Night ICR ICR ICR Auto ICR
WDR 120dB 120dB 120dB 56dB
Max. IR Distance 98 98 164ft 131ft

Video Compression

H.265+/H.265/H.264+/H.264

H.265+/H.265/H.264+/H.264

H.265+/H.265/H.264+/H.264

H.265/H.264/H.264B/H.264H/MJPEG

Max. Resolution 4MP(2560x1440) 4MP(2560x1440) 4MP(2560x1440) 1080P(1920x1080)
Frame Rate 25/30fps@4MP 25/30fps@4MP 25/30fps@4MP 25/30fps@1080P
Multi-s reaming 2 streams 2 streams 3 streams 2 streams

Pan/Tilt/Rotation

Pan: 0°~355°; Tilt: 0°~65°
Rotation: 0°~355°

Pan: 0°~360°; Tilt: 0°~90°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~90°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~80°
Rotation: 0°~360°

Intelligent Video

Tripwire, Intrusion

Tripwire, Intrusion

Tripwire, Intrusion

FDD-LTE:Band1/2/3/4/5/7/8/20
UMTS:Band1/2/5/8
GSM:850/900/1800/1900

ONVIF (Profile S/Profile G),

ONVIF (Profile S/Profile G), CGl,

ONVIF (Profile S/Profile G), CGlI,

Compa_ bility CGl, Milestone, Genetec Milestone, Genetec Milestone, Genetec ONVIF profile:S&G, AP
Audio In/Out - = Built-in Mic 1/1
Memory Slot Micro SD, Max. 256GB Micro SD, Max. 256GB Micro SD, Max. 256GB Mirco SD, Max. 128GB

B 2 channel In: 500mA 5VDC
Alarm In/Out = = 2 channel Out: 300mA12VDC

Ingress Protection

IP67,1K10

IP67

P67

IP67, IK10

Working Temperature

-40°C~+60°C(-40°F~+140°F)

-40°C~+60°C(-40°F~+140°F)

-40°C~+60°C(-40°F~+140°F)

-30°C~+60°C(-22°F~+140°F)

Power

DC12V, PoE
Max. 5.2W

DC12V, PoE
Max. 5W

DC12V, PoE
Max. 7.7W

DC12V+30%
3.6W, 9.5W(IR on);
BW(4G on, IR off)
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Model

2MP
TDOEIS2102-PIR TDODIS2202-D TDOFLIS2102-PIR
__#1
é z
W

Image Sensor

1/2.7-in 2M P CMOS

1/2.8" 2MP CMOS

1/2.7" 2MP CMOS

Lens Fixed 2.8mm 2.8mm/F2.0, Fixed 2.4 GHz WiFi (IEEE802.11b/g/n)

FOV-H 111° 110°/86°/46 114°/66°
0.009Lux/F2.0( Color,1/3s,30IRE)

Min. lllumination = 0.07Lux/2.0( Color,1/30s,30IRE) N/A
0Lux/F2.0(IR on)

Day/Night ICR ICR ICR

WDR s 120dB N/A

Max. IR Distance 33 66 329

Video Compression

H.265+/H.265/H.264+/H.264

H.265+/H.265/H.264+/H.264

H.265+/H.265/H.264+/H.264

Max. Resolution 2MP(1920x1080) 2M(1920%1080) 2M(1920%1080)
Frame Rate 30fps@1080P 1/25fps@2MP 1/25fp5@2MP
Multi-s reaming 2 streams 2 streams 2 streams
. s Pan: 0°~360°; Tilt: 0°~90° Pan: 0°~360°; Tilt: 0°~80°
Pan/Tilt/Rotation Rotation: 0°~360° Rotation: 0°~360° N/A
Intelligent Video : Tripwire, Intrusion, Active Alarm
Face Detection
Compa bility ONVIF,2.4 GHz WiFi ONVIF, CGl, API ToughDog APP,CGI
Audio In/Out 1/1, Built-in MIC,Built-in Speaker Built-in Mic Built-in Mic
i & Micro SD, Max. 256GB
Memory Slot Micro SD, Max. 128GB Micro SD, Max. 128GB Active Klzerwgm with lra&fegrated 110 dB
Alarm In/Out Passive Infrared (PIR), Config.Regions N/A Siren and Floodlight
Ingress Protection P65 IP67, IK10 P65

Working Temperature

-20°C~+50°C(-4°F~+122°F)

-30° C ~ +60° C (-22° F ~ +140° F)

—30° C to +50° C (—22° F to 122° F)

Power

DC 5V, Max. 6W

Model: DC12V, PoE (802.3af)
(Class 0) Max 6.1W

100 VAC to 240 VAC
<40W
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TOUGHDOG SECURITY

Model

FISHEYE PTZ
TDODIY510F TDPTZ4AMPIRS TDPTZ4MP25IRS-4G TDPTZ4MP32IRTS
a e

~—

et

Image Sensor

1/2.7 5MP CMOS

1/2.8" STARVIS™ CMOS

1/3" 4MP CMOS

1/3" 4MP CMOS

i . 4.5~135mm 4.5~135mm

Lens 1.4mm/F2.0, Fixed 28 mm-12 mm (30x Op cal zoom) (30x Op cal zoom)

FOV-H 180°/180° 31.6°-96.9° 60°~2.2° 60°~2.2°
0.006Lux/F2.0( Color,1/3s,30IRE) Color: 0.005Lux@F1.8 0.05Lux/F1.6(Color) 0.05Lux/F1.6(Color)

Min. lllumination

0.02Lux/F2.0( Color,1/30s,30IRE)
OLux/F2.0(IR on)

B/W: 0.0005Lux@F1.8

0.005Lux/F1.6(B/W)

0.005Lux/F1.6(B/W)

WDR

120dB

120dB

120dB

120dB

Max. IR Distance

33

49.21

328

Video Compression

H.265+/H.265/H.264+/H.264

H.265+/H.265/H.264+/H.264

H.265+/H.265/H.264+/H.264

H.265+/H.265/H.264+/H.264

5M(2582x1944)

Max. Resolution 4AMP(2592x1520) 4MP(2592x1520) 4MP(2592x1520)

Frame Rate 1/25fps@5MP 30fps@4MP 30fps@4MP/3MP/60fps@1080P 30fps@4MP/3MP/60fps@1080P
Multi-streaming 3 streams 3 streams 3 streams 3 streams

Pan/Tilt N/A Pan: 0°~355° endless / Tilt: -5°~90° Pan: 0°~360° endless / Tilt: -0°~90° Pan: 0°~360° endless / Tilt: -15°~90°
Preset Speed N/A Pan: 80°/s; Tilt: 40°/s Pan: 500°/s; Tilt: 500°/s Pan: 400°/s; Tilt: 300°/s

Intelligent Video

Tripwire, Intrusion, Heat Map

Tripwire, Intrusion

Tripwire, Intrusion
Abandoned/Missing

Tripwire, Intrusion
Abandoned/Missing

Abandoned/Missing Face Detection Face Detection
Compability ONVIF, CGI, API ONVIF profile S&G ONVIF profile S&G, API ONVIF profile S&G, API
Audio In/Out 1/1 channel In/Out, 1 Built-in Mic 1/1 1/1 1/1
Memory Slot Micro SD, Max. 128GB Micro SD, Max. 256GB Micro SD, Max. 256GB Micro SD, Max. 256GB
Alarm In/Out 1/1 - 2/1 2/1
Ingress Protection N/A P66 IK10 1P66

Working Temperature

-10° C ~+50° C (14° F ~ +122° F)

-30°C~+60°C(-22°F~+140°F)

-30°C~+60°C(-22°F~+140°F)

-40°C~+70°C(-40°F~+158°F)

Power

DC12V, PoE (802.3af)(Class 0)
Max. 10.1W

DC12V, PoE+(802.3at)
Max. 8.5W

AC24V, PoE+(802.3at)
Max. 13W

AC24V, PoE+(802.3at)
Max. 23W
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TOUGHDOG SECURITY

TDNVR4P4H-1T

TDNVR8P8K-2T

TDNVR16P16KS-2T

TDNVR16P16KX-Al

Model

Processor

ARM Dual Core CPU

ARM Quad Core CPU

Arm Quad Core CPU

Mul -core embedded processor

Video Compression

Smart H.265+/H.265
Smart H.264+/H.264/MJPEG

Smart H.265+/H.265
Smart H.264+/H.264/MJPEG

Smart H.265+/H.265
Smart H.264+/H.264/MJPEG

Smart H.265+/H.265
Smart H.264+/H.264/MJPEG

<5.3W(Without HDD)

<9.6W(Without HDD)

<13.2W(Without HDD)

IP Video Inputs 4 channel 8 channel 16 channel 16 channel

Max IP Input/Record 80Mbps/80Mbps 200Mbps/200Mbps 200Mbps/200Mbps (160Mbps whii?b\l\lllftﬁsction enabled)

Max Decoding 1ch@8MP /4ch@1080P 2ch@8MP/8ch@1080P 2ch@8MP/8ch@1080P 4ch@8MP/16ch@1080P

Display HDMI, VGA HDMI, VGA HDMI, VGA HDMI, VGA

Max HDD 1x10TB 2x10TB 2x10TB 2x8TB

Audio In/Out 1/1, 2-way 1/1, 2-way 1/1, 2-way 1/1, 2-way

Alarm In/Out - 4/2 4/2 4/2

Ethernet 10/100M Port 1 Gigabit Port 1 Gigabit Port 1 Gigabit Port

PoE 4 Ports (IEEE802.3at/af) 8 Ports (IEEE802.3at/af) 16 Ports (IEEE802.3at/af) 16 Ports (IEEE802.3af/at)
MAX 50W 130w 130W 1-8 PoE ports for ePoE&E0C

USB 2 USB2.0 1 USB3.0, 1 USB2.0 1 USB3.0,1 USB2.0 1 USB3.0, 1 USB2.0

Power DC48V/1.25A AC100V~240V AC100V~240V AC100V~240V

<16.5W(Without HDD)

Intelligent Video

Tripwire, Intrusion
Abandoned/Missing, Scene
Change Face Detection People
Counting Heat Map

Tripwire, Intrusion,
Abandoned/Missing,
Scene Change
Face Detection

Perimeter Protection,
Real Time Face Recognition,
Face Database Management,

Common/Stranger Mode

Star Features

Plug & Play, P2P

Plug & Play, P2P

Plug & Play, P2P

Face Recognition, Human Capture,
People Coun ng, False Alarm Filter
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Model

TDNVR24P24KS

TDNVR32P16KS

TDNVR64K

TDNVR64K-Al

Processor

Arm Quad Core CPU

Arm Quad Core CPU

Intel Quad Core CPU

Mul -core embedded processor

Video Compression

Smart H.265+/H.265
Smart H.264+/H.264/MJPEG

Smart H.265+/H.265
Smart H.264+/H.264/MJPEG

Smart H.265+/H.265
Smart H.264+/H.264/MJPEG

Smart H.265+/H.265
Smart H.264+/H.264/MJPEG

IP Video Inputs 24 channel 32 channel 64 channel 64 channel
Max IP Input/Record 320Mbps/320Mbps 320Mbps/320Mbps 384Mbps/384Mbps 320Mbps/320Mbps
Max Decoding 4ch@8MP/16ch@1080P 4ch@8MP/16ch@1080P 4ch@8MP/16ch@1080P 16ch@1080P
Display HDMI, VGA HDMI, VGA 2 HDMI, VGA 2HDMI, 1VGA
Max HDD 2x10TB 2x10TB 8x10TB 8x10TB
RAID - - 0/1/5/6/10 0/1/5/10
eSATA/Mini SAS N = 1/- 1/-
Audio In/Out 1/1, 2-way 1/1, 2-way 1/1, 2-way 1/1, 2-way
Alarm In/Out 4/2 4/2 16/8 16/6
Ethernet 1 Gigabit Port 1 Gigabit Port 2 Gigabit Ports 2 Gigabit Ports
PoE 24 Ports (IEEE802.3at/af) 16 ports (IEEE802.3af/at) R ~

210W 1-8 ports support ePoE & EoC 130W
USB 1 USB3.0, 1 USB2.0 1 USB3.0, 1 USB2.0 2 USB3.0,2 USB2.0 2 USB3.0,2 USB2.0
Power AC100V~240V AC100V~240V AC100V~240V AC100V ~ 240V

<16W(Without HDD)

<15.2W(Without HDD)

<20W (Without HDD)

<16.1W(Without HDD)

Intelligent Video

Tripwire, Intrusion,
Abandoned/Missing,
Scene Change, Face Detection
People Counting, Heat Map

Tripwire, Intrusion,
Abandoned/Missing,
Scene Change, Face Detection
People Counting, Heat Map

Tripwire, Intrusion, Scene Change,
Abandoned/Missing,
Face Detection,
People Counting, Heat Map

Perimeter Protection Face Recognition
Image Search, Tripwire, Intrusion, Scene
Change, Abandoned/Missing, People
Counting, Heat Map

Star Features

Fisheye Dewarp, Metadata
ANPR, POS, P2P Plug & Play

Fisheye Dewarp,
POS(Opti nal), Heat Map

Fisheye Dewarp, Smart Track
POS, ANPR(Optio al), N+M

POS, P2P,SMD Plus, ANPR,
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Model

TDOEIMS5302A-Al

TDOEIM540MA-Al

TDOBIMS5402A-Al

TDPTZ2MP33IR-M-Al

TDSSA

FULL-COLOR

FULL-COLOR

- T

FULL-COLOR|

TDOBIMS550M-Al

FULL-COLOR

Image Sensor

1/2.7” 5MP CMOS

1/2.7” 5MP CMOS

1/2.7 5MP CMOS

1/2.7” 5MP CMOS

1/2.8" 4MP CMOS

Lens

2.8mm/F1.0, Fixed

2.7 ~13.5mm

2.8mm/F1.6, Fixed

2.7~13.5mm

4.5~ 148.5mm

FOV-H

102°/53°/121°

106.25°~ 30.42°

96°/55°111°

106.25°~ 30.42°

56.2° ~ 2.6°

Min. lllumination

Color: 0.001Lux (F1.0, AGC ON)

Color: 0.002Lux (F1.2, AGC

Color: 0.003Lux (F1.6, AGC ON)
OLux with IR on

Color: 0.002Lux (F1.2, AGC ON)
OLux with IR on

Color: 0.001 Lux (F1.5, AGC ON)

OLux with IR
Day/Night ICR / Color / B/W ICR / Color / B/W ICR / Color / B/W ICR / Color / B/W ICR / Color / B/W
WDR 120dB 120dB 120dB 120dB 120dB
Max. IR Distance 98ft 1311t 131 ft 164 ft 492 ft

Video Compression

Ultra265, H.265, H.264, MJUPEG

Ultra 265,H.265, H.264, MUPEG

Ultra 265,H.265, H.264, MJPEG

Ultra 265,H.265, H.264, MUPEG

Ultra 265,H.265, H.264, MJPEG

Max. Resolution 5MP (2880+1620) 5MP (2880*1620) 5MP (2880*1620) SMP (288071620) 2MP(1920%1080)
Frame Rate 25fps@5MP 25fps@5MP 25fps@5MP 25fps@5MP 2MP(1920*1080),Max 60fps
Multi-s reaming 3 streams 3 streams 3 streams 3 streams 5 streams

Pan/Tilt/Rotation

Pan:0° ~360° ;Tilt:0° ~90°
Rotation: 0° ~360°

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Pan: 0°~360°; Tilt: 0°~78°
Rotation: 0°~360°

Horizontal: 0°~360°
Vertical: 0°~90° Rotation: 0°~360°

Intelligent Video

Cross Line,Intrusion

Cross Line,Intrusion

Cross Line,Intrusion

Cross Line,Intrusion

Smart Tripwire, Scene Change
Motion detecti n

Video tampering
Compa  bility ONVIF (Profile S, Profile G, ONVIF (Profile S, Profile G, |ONVIF (Profile S, Profile G, ONVIF (Profile S, Profile G, ONVIF (Profile S, Profile G,
Profile T), API Profile T), API Profile | Profile T), API Profile T), API
Audio In/Out Built-in Mic Built-in Mic Built-in Mic - 1/1
Memory Slot Micro SD, Max. 256GB Micro SD, Max. 256GB Micro SD, Max. 256GB Micro SD, Max. 256GB Micro SD, Max. 256GB
Alarm In/Out - - - 1 input/ 1 output 1 input/ 1 output

Ingress Protection

IP67

IP67-1IK10

P67

P67

1P66

Working Temperature

-30°C~+60°C(-22°F~+140°F)

-40°C~+60°C(-40°F~+140°F)

-30°C~+60°C(-22°F~+140°F)

-30°C~+60°C(-22°F~+140°F)

-40°C~+60°C(-40°F~+140°F)

Power

DC12V, PoE (802.3af)
Max. 7.5W

DC12V, PoE
Max. 7.0W

DC12V, PoE (802.3af)
Max. 5W

DC12V, PoE (802.3af)
Max. 8W

AC 24V
Max. 48W

25




TDSSA

NDAfR=

COMPLIANT

Model

TDNVR8P8-M

TDNVR16P16-M

TDNVR32P16-M

TDNVR64-M

Processor

Multi-core embedded processor

Video Compression

Ultra265/H.265/H.264

Ultra265/H.265/H.264

Ultra265/H.265/H.264

Ultra265/H.265/H.264

IP Video Inputs 8 channel 16 channel 32 channel 64 channel
Max IP Input/Record 160Mbps/160Mbps 160Mbps/160Mbps 160Mbps/160Mbps 384Mbps/384Mbps
Max Decoding 2ch@8MP/8ch@1080P 2ch@8MP/16ch@720P 4ch@8MP/32ch@D1 4ch@8MP/64ch@D1
Display HDMI, VGA HDMI, VGA 2 HDMI, VGA 2HDMI, 1VGA
Max HDD 2x10TB 2x10TB 4x14TB 16x10TB
RAID - - - 0/1/5/6/10/50/60
eSATA/Mini SAS N = - 1/2
Audio In/Out 1/1, 2-way 1/1, 2-way 1/1, 2-way 1/1, 2-way
Alarm In/Out 41 4/1 16/4 24/8
Ethernet 1 Gigabit Port 1 Gigabit Port 1 Gigabit Ports 2 Gigabit Ports
PoE 8 Ports (IEEE802.3at/af) 16 Ports (IEEE802.3at/af) 16 Ports (IEEE802.3at/af) ~

Max 130W Max 240W Max 240W
USB 1 USB3.0, 1 USB2.0 1 USB3.0, 1 USB2.0 1 USB3.0, 1 USB2.0 4 USB3.0
Bowier AC100V~240V AC100V~240V AC100V~240V AC100V ~ 240V

<10W(Without HDD)

<10W (Without HDD)

<15W (Without HDD)

<50W(Without HDD)

Intelligent Video

Tripwire, Intrusion,
Abandoned/Missing,
Scene Change, Face Detection
People Counting

Tripwire, Intrusion,
Abandoned/Missing,
Scene Change, Face
Detection People Counting

Tripwire, Intrusion, Scene Change,
Abandoned/Missing,
Face Detection,
People Counting

Perimeter Protection, Face Recognition,
Image Search, Tripwire, Intrusion, Scene
Change, Abandoned/Missing, People
Counting

Star Features

Plug & Play

Plug & Play

Plug & Play
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LIGENSE
PLATE
RECOGNITION.

A technology that uses optical character
recognition (OCR) to automatically read

license plate characters.
2MP full HD WDR access LPR camera.

IR light, ideal for monitor LPR distance as

9~24'/100'.

Embedded with LPR algorithm inside the

camera.

www.tdsecuritysystems.com
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TDLPR230M
1 -
Model o )
)L
Max. Speed that the
Camera Detects 60 km/h
Max. Lightning Distance IR illuminators: 99ft
" . [ H.264B/H.264M/H.264H/H.265/
Video Compression MJPEG
Max. Resoluton 2M (1920x1080)
Frame Rate 25fps@1080P

Multi-streaming 1 stream

Pan/Tilt/Rotation -

Capture Range (26.25 ft-98.43 ft)
Detected Lane Width (19.69 ft-22.97 ft)

10000 whitelist & black list Relay
out to control barrier

Intelligent Video

Compa bility ONVIF, API
Audio In/Out 2/1
Memory Slot Micro SD, Max. 64GB
Alarm In/Out 3/1

Ingress Protection P67

Working Temperature -30°C~+60°C (-22°F ~ +140°F)

12V DC, 24V AC, PoE+

Power Max 20W
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Model
2
WiFi 2.4 GHz WiFi (IEEE802.11b/g/n)
Mobila App ToughDog Viewer
’ Output: Built-in Speaker
Ao Multiple Ringtone Options
Reset Button
Tt Pairing Button
LED Indicator
Power Supply 120 VAC to 240 VAC, Wall-mounted
Power Plug
Power Consumptioin <5W

Operating Temperature

-10° Cto +50° C (14° F to 122° F),
Less than 95% RH

Dimensions

99.0 mm x 52.0 mm x 37.50 mm, without
plug (3.90 in. x 2.05 in. x 1.48 in.)

Weight

0.20 kg (0.44 1b)
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TDIPVIC-KIT
i
Model
Model TDIPVIM TDIPVIC
Resolution 1024 x 600 2MP Wide Angle
Display/Camera 7-7-inch TFT Screen 1/2.8' 2MP CMOS

Supported Devices

« up to 20 VTO stations

up to 10 VTH monitors

Video Compression

H.264

H.264

Angle of View ~ H:160°, V:82°,D:180°

Day/Night ” IR Supplement

nglio iopht 1 channel all-direction microphone | Built-in Omnidirectional Microphong
Audio Aoutput Built-in 1.5W loudspeaker Built-in Loudspeaker

Unlock Mode Remote unlocking Remote unlocking

Storage Micro SD, maximum memory capacity 32 G Extended 64 G TF Card
standard memory capacity 8 G

Installation Wall Mount Wall Mount
Ingress Protection - 1P65
Housing Material PC+ABS Aluminum VTO

Working Temperature

-30°C to +60°C (-22°F to +140°F)

-30°C to +60°C (-22°F to +140°F)

Dimentions

(4.71" x 8.72" x0.85")

(5.1"%3.78"x1.1")

Electrical

PoE (IEEE802.3af Class 0)
or DC 12V

PoE (IEEE802.3af Class 0)
or DC 12V




MOBILE
OSTIENS

Mobile DVR

Model

TDMCVRS8

TDMCVR4

Max. Resolution 1080P 1080P
Input 8 Channel 4 Channel

| Video Compression H.264 :ggi;z:;g :32451
Display 1VGA, 2TV (1 aviati n connector) 1VGA 2TV
Two-way Talk 1input, 1 output, RCA 1 input, 1 output
Storage 2 SATA, 1 SD(Max 128GB) 1 HDD, 1 SD(Max 256GB)

Alarm Input/Output 7/2 9/2
USB 3 Ports (1 rear), 2 USB 3.0 3USB 2.0
RS232/RS485/CAN 1/1/Support 2/1/-
. GPS (Opti nal) GPS (Opti nal)
GPS/Cellular/Wi-Fi 3G/4G (Optio al) 3G/4G (Opti nal)
Wi-Fi(Opti nal) Wi-Fi(Opti nal)
G-sensor Built-in Built-in

Upgrade/Maintenance

Remote upgrade and
maintenance

Remote upgrade and
maintenance

Vehicle Function

Auto power on/off,

Auto power on/off,

ACC delay poweroff ACC delay poweroff
UPS Built-in UPS (5s working) Built-in UPS (5s working)
o - 180x190x50mm 180x190x50mm
Dimensions (7.0"x8.7'%2.0") (7.0"x8.7'%2.0")
Weight 2.2kg (4.6lb)(without HDD) 1.92kg (4.23Ib)(without HDD)

Working Temperature

-30°C~+60°C (+14°F~+131°F)

-30°C~+70°C (-22°F~+158°F)

Power

DC6~36V,
Max. 12W (without HDD)

DC6~36V,
Max. 8.4W (without HDD)




MOBILE
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SYSTEMS
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HDCVI Cameras
TDOMDHS2203 TDOMECHS232A TDIMDCHS232A
Model

Image Sensor

1/2.9" 2MP CMOS

1/2.7" 2MP CMOS

1/2.7" 2MP CMOS

2.1mm (Rear)

Focal Length = 2.1mm 2.8mm(Front)

FOV-H 82.8°(51.2°) 139° : 11132:(2:'12?]%

Minkllumination 0.02Lux/F2.0 (Color) 0.02Lux/F2.0 0.02Lux/F2.0
OLux/F2.0 (IR On) OLux (IR On) OLux (IR On)

Day/Night ICR Electronic Front: Color / Rear: Electronic

WDR DWDR DWDR DWDR

Max.IR Distance

20m(66ft , Smart IR

3m(9 ), Smart IR

3m(9ft, Smart IR

Max.Resolution

1080pP

1080P

1080P

Frame Rate

30fps@1080P, 30/60fps@720P

25fps@1080P, 25/50fps@720P

25fps@1080P, 25/50fps@720P

Pan/Tilt/Rotation

Pan: 0°~360° Tilt: 0°~85°
Rotatio :0°~360°

Pan: 0°~40° Tilt: 0°~55°
Rotati n: 0°~360°

Pan: 0°~30° Tilt: 0°~30°
Rotati n: 0°~360°

Audio In/Out

Built-in Mic

1-channel built-in Mic

Ingress Protection

P67

Working Temperature

-40°C~+60°C (-40°F~+140°F)

-40°C~+60°C (-40°F~+140°F)

-40°C~+60°C (-40°F~+140°F)

Power

DC12V+25%
Max. 2.3W

DC12V+25%
Max. 1.5W

DC12V+25%
Max. 2.4W
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TOUGHDOG SECURITY

SOLAR
SOLUTIONS

Secure every corner where the sun shines.

+ Solar module.

* Storage bracket box.
* Gel battery.

+ CCTV Security.

SOLAR

TDSB35

TDSB80

Model
System Voltage 12VDC 12VDC
" J) Peak power (Pmax) 60W 120W

Solar Cell Type Monocrystalline Monocrystalline
Solar Cell Quantity 36 (4*9) 36 x 2 (4*9)
Battery Storage 35Ah 80 Ah
Battery Total Power 420W 960W

Battery Construction phosphate lithium phosphate lithium
DoD 80% 80%
Short-circuit current 1.83 (A) 1.83 (A)

Glass Aluminum alloy frame Strong impact resistance| Aluminum alloy frame Strong impact resistance
Frame 32mm. 32mm

(Ultra-white textured tempered glass) (Ultra-white textured tempered glass)
Weight 10Lbs 20Lbs
Charging Mode PWM mode PWM mode
System Current 3A 3A

Automatic recovery after 5 minutes ; >3 times

Protection Automatic recovery after 5 minutes ; >3 times er 8 i
rated current short circuit protection action rated current short circuit protection action
Dimension 26*21*1(inch) 2.1*2.7*.86 inch
IP Grade 1P66 1P66
Working Temperature —30C~+55C —30°C~+55°C
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4G LTE

TDPTZ4MP25IRS-4G TDOBIS2403-4G TDP2PR-4G
- F3
Model e I J
) =
Chipset:QCA9531

Image Sensor

1/2.8" 4MP CMOS

1/2.9" 2MP CMOS

Focal Length

4.8 mm-120 mm

3.6mm

DRAM:DDR2 128MByte

FOV-H

60.0°-2.5°; V: 30.8°-2.2°;
D: 66.7°-2.9°

82.5° (51.5%), V: 44° (29.5%)

Port1:10/100M (WAN)
Port:10/100M (LAN)

Min. lllumination

Color: 0.005Lux@F1.6
B/W: 0.0005Lux@F1.6
OLux@F1.6 (IR light on)

0.04Lux/F2.0( Color, 1/3s,30IRE)
0.22Lux/F2.0( Color,1/30s,30IRE)
OLux/F2.0(IR on)

Modulation:OFDM/BPSK/QPSK/
CCK/DQPSK/DBPSK

. Standard:IEEE802.11n,|IEEE802.11g,
Day/Night Auto(ICR)/Color/B/W Auto ICR IEEE802.11b,[EEE802.3u
WDR WDR 120db DWDR Protocol: CSMA/CA, TCP/IP,IPX/

SPX,NetBEUI,DHCP,NDIS3,NDIS4,NDIS5

Max.IR Distance

100 m (328.08 ft)

Distance up tO 40m (131.2ft)

Channel:2412~2472MHz

Max.Resolution

4M (2560 x 1440)

1080P

Polarization:Vertical/Horizontal
Gain:5DBi

Frame Rate

4MP/3MP/1080P/1.3MP (1-25fps)

1080P@25fps

25fps@1080P, 25/50fps@720P

4G Frequency Band

LTE FDD: Band 1/2/3/4/7
WCDMA: Dual-band Band 1/2

FDD-LTE:Band1/2/3/4/5/7/8/20
UMTS:Band1/2/5/8

GSM900/1800+TDD B38/39/40/41
+FDD B1/3/8+WCDMA B1/8+TDS

GSM: 1800Hz/1900MHz GSM:850/900/1800/1900 B34/39
4G Network Type LTE/WCDMA/GSM 4G TDD/FDD/TD-SCDMA
Ingress Protection P66 IP67 1P66

Working Temperature

-40°C to +70°C (-40°F to +158°F)

-30° C ~ +60° C (-22° F ~ +140° F)

-40°C~+60°C (-40°F~+140°F)

Power

DC 12V/3A , PoE+ (802.3at)
14.5W, 22.5W (IR)

DC12V+30%
3.6W, 9.5W(IR on);
6W(4G on, IR off)

POE 24V 1A
Max. 10W
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Model

POEP4

POEP8

POEP16

POELP4L

Ethernet Port

1*100/1000 Base-X
1*10/100/1000 Base-T
4*10/100 Base-T(PoE power supply)

1*1000 Base-X
1*10/100/1000 Base-T
8%10/100 Base-T(PoE power supply)

2*10/100Mbps Uplink ports
16*10/100Mbps PoE ports
Managed

1*100/1000 Base-X
1*10/100/1000 Base-T
4*10/100 Base-T(PoE power supply)

PoE Power
Consumption

Each power <30W
Total<60W

Each power <30W
Total<96W

Port 1-2 < 90W, Port 3-16< 30W, total

<190W

Port1,2,3<30W, Port4<60W
Total<96W

PoE Protocol

IEEE802.3af, IEEE802.3at

|IEEE802.3af, IEEE802.3at

IEEE802.3af (PoE), IEEE802.3at (PoE+)

IEEE802.3af, IEEE802.3at, Hi-PoE

Hi-PoE
Switching Capacity 6.8G 7.6G 1.8Gbps 6.8Gbps
gz‘t:f't Foharhng 3.57Mpps 4.17Mpps 5.36 Mpps 3.57Mpps
Packet Buffer Memory 1Mb 1Mb 2.75 Mbit 1Mb
MAC Table Size 8K 8K 2K 8K
Power consumption management
Flow Control Enable by default Enable by default Power on and power off, Legacy support Enable by default
Power down for overload, Green PoE
Application Humidity 10%-90% 10%-90% 10%-90% 10%-90%
Power DC48~57V DC48~57V DC48~57V internal power adapter DC48~57V power adapter

Lightning Protection

Common Mode 4KV
Differen al Mode 2KV

Common Mode 4KV
Differen al Mode 2KV

Common Mode 2KV
Differen al Mode 0.5KV

Common Mode 4KV
Differen al Mode 2KV

Working Temperature -30°C ~ 65°C -30°C ~ 65°C -10°C ~+ 55°C -30°C ~ 65°C
Weight 480g 540g 0.3kg 480g
Dimension (WxDxH) 150mm x 100mm x 30mm 150mm x 100mm x 42mm 440 mm x 300 mm x 44 mm 150mm x 100mm x 30mm
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RJ45SP2

Model

Input 100-240V AC 50/60Hz 0.6A
Output DC12V2A

Safety Standard UL cUL CE

Case Type PVC

Color Type Black

PS12VDC5A

e,

Model

Input 100-240V AC 50/60Hz 0.6A
Output DC12V3A

Safety Standard UL cUL CE

Case Type PVC

Color Type Black

PS12VDC2A

PS12VDC4P5A

e,

Protection

Model Model
Input 100-240V AC 50/60Hz 0.6A Output Effective
60W
Power
Output DC12V2A
Input Voltage AC100V-240V
Safety Standard UL cUL CE
Case Type PVC Output 12V5A/13.8V4.34A
Color Type Black Output Adjustable
Voltage DC 12V-13.8V
Output Channel 4 Channels
PS12VDC3A
Over Current
6Amp

Model Work Temperature -
Input 100-240V AC 50/60Hz 0.6A .
2 Feoz Work Environment 20%-90%RH

Output DC12V3A

Safety Standard UL cUL CE Adjustable Output Voltage
For Long Distance Transition,
World Wide Voltage Input,

Case Type pvC LED Indicator

Color Type Black
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CVI2HDMI

Model

Input Voltage DC 5V Power Adapter Supply
Video Input HDMI input

Video Output 2x BNC (TVI/CVI/AHD 720p/1080P)
Case Type Metal
Color Type Black

Model

EXTEOC

Input Voltage

DC 48V~57V (PoE or PS Adapter)

Ethernet Port

EPOC: 0--100Mbps

Transmission Distance

EPOC Coaxial Cable: 0-500m
Transmission bandwidth changes with
transmission distance

Work Environment

-40°C~+75°C (-40°F~+167°F)

Dimention

63.2mmx82mmx25mm

HDMI2CVI

N OUT  CAMERA

Video Output

1x One Channel CVI/TVI/AHD/CVBS BNC
1x One channel HDMI output

Ethernet port out1

Model Model -
Input Voltage DC 5V Power Adapter Supply Ethernet port input 1*10/100 Base-T PoE power
Video Input 1080P CVI/TVI/AHD/CVBS BNC

1*10/100 Base-T PoE power
supply port, supply
power for the next extender

Case Type

Metal

Color Type

Black

Ethernet port out2

1*10/100 Base-T PoE power
supply port, supply power for IPC

Transmission Distance

Able to cascade level two extender
300ft (Requires POEGOW output)

Ethernet Port

EOC: 0--100Mbps Ethernet
port:10/100Mbps

Work Environment

Output Channel 1Channel
EXTPOC
Power Consumption
<=3W
Model E Work Temperature —30°C~65°C
Input Voltage DC 12V Power Adapter Supply

10%~90%

Transmission Distance

EOC network cable: 0-700m

Work Environment

-40°C~+75°C (-40°F~+167°F)

Dimention

63.2mmx82mmx25mm

Dimension

79mmx52mmx23mm
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PS12VDC9P10A

PS12VDC18P10A

PS12VDC16P20A

Model

Input 100-240V AC 50/60Hz 100-240V AC 50/60Hz 100-240V AC 50/60Hz
Output DC12V10A DC12V10A DC12V20A
Current per(Channel) 9*1.11A 18*0.55A 16*1.25A
Protect Type PTC PTC 2A PTC FUSE
Safety standard UL cULCE UL cULCE UL cUL CE
Case Type Metal Metal Metal

Color Type White White White
Accessory AC Cable AC Cable AC Cable
Warranty 1 year 1 year 1year
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POINT-TO-POINT.

Point-to-multiPoint.

PoE, 5.8Ghz.
1.2/2.2 miles.
150/900 Mbps.
IP65.

TDP2PX-150 TDP2PX-900
/ Model
Chipset Atheros AR9344 600MHz QCA9563+ QCA9882
Memory DDR2 64MB DDR2 128MB
Storage 8MB Flash 16MB Flash
y |(C SiGe5012B SKY85728*2
> Port 10/100Mbps LAN*2 10/100/1000Mbps LAN*2
- Speed 150Mbps 867Mbps
1 Transmission DSSS DSSS

Standard

IEEE802.11a/n ,|IEEE802.3u

IEEE802.11a/n/ac,|IEEE802.3u

CSMA/CATCP/IP,IPX/SPX,NetBEUI

CSMA/CATCP/IPIPX/SPX,NetBEUI

Hreicel DHCP,NDIS3,NDIS4,NDIS5 DHCP,NDIS3,NDIS4,NDIS5
Channel 5160Mhz-5825Mhz 5180Mhz-5845Mhz
Power Dissipation 3W <7W

Power POE 48V 0.5A POE 48V 0.5A
Transmitting Power 23dBm 26dBm

Antenna

Vertical | Direction

Horizontal/Vertical Direction

Antenna Frequency

4900~6100MHz

4900~6100MHz

Antenna Gain

12DBi

16DBi

Encryption WEP 64/128bits, WPAWPA2,802.1x | WEP 64/128bits WPAWPA2,802.1x
Working Temperature -30~65°C -30~65°C
Storage Temperature -50~80°C -50~80°C

Humidity

<95%(non-condensed)

<95%(non-condensed)
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N ET W 0 R K
TDP2PX-KIT TDP2P4G POE-TDP2PX POE-TDP2P24
Model = Model
Chipset Atheros AR 9344 600MHz QCA9531
Gigabit LAN port Y
Memory DDR2 64MB DDR2 128MByte Yes €s
Storage 8MB Flash 16MB Flash
Stndard IEC 60065, IEC60950, UL60950, | IEC 60065, IEC60950, UL60950,
IC SiGe5012B SiGe5012B 1,GB4943 1,GB4943
Port 10/100Mbps LAN*1 10/100Mbps LAN*1 / 10/100Mbps WAN*1
Rated Input Voltage 100V~240V 100V~240V
Speed 150Mbps 300Mbps
Transmission DSSS DSSS
Rated Frequency 50Hz/60Hz 50Hz/60Hz
Standard IEEE802.11a/n/u IEEE802.11n/g/b / IEEE802.3u
CSMA/CATCP/IP,IPX/SPX,NetBEUI CSMA/CA,TCP/IP,IPX/SPX,NetBEUI Breanensy B .
ieest DHCPNDIS3NDIS4,NDIS5 DHCPNDIS3NDIS4,NDIS5 Auesey sant a7kizz6akHz 47Hz~63Hz
Channel 4900~6100MHz 2412~2472MHz
Rated Output Voltage 48@.5A 24@1A
Power Dissipation <3W <10W
Power DC12V/POE24V 1A POE 24V 1A Power 24W 24w
Transmitting Power 23Dbm 27Dbm
Working Temperature i °~40°
Antenna Ver cal Directi n Verti al/Horizontal Directi n H 2 0°~40°C 0°P-40°C
Antenna Frequency 4900~6100MHz 2412~2487MHz . N
Storage Temperature -20°~+80°C -20°~+80°C
Antenna Gain 10DBi 5DBi*4
Encryption WEP 64/128bits WPAWPA2,802.1x WEP 64/128bits WPAWPA2,802.1x Humidity 10~90%(non-condensed) 10~90%(non-condensed)
Working Temperature -30~65°C -40~80°C
Dimensions 97.0mm x 53.5mm x 35.5mm |97.0mm x 53.5mm x 35.5mm
Storage Temperature -50~80°C -40~80°C
Weight 133g 133g

Humidity

<95%(non-condensed)

5~90%RH(non-condensed)
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TOUGHDOG SECURITY

4CTRL
/)
Model o
C)
e
R HDCVI/AHD/
HDTVI/CVBS
Power Consumption 0.3W
Power Supply AAAba ery*2

Indicator Lights

Prompt current format

Model

TDPTZCTRL

Keyboard Key panel

Electromechanical

Joys ck

3-axis, vector-solving, with
twis ng, return to-center head

Keyboard Connector

RJ-45, RS232, RS485,
RS422, USB

Keyboard Communication

Direct Mode, Network Mode

Model

TDPTZCTRL

Control Modes

Direct mode, Network mode

Control Interface

2 RJ-45 port(10/100/1000M),
Wi-Fi, R$232, RS485

DVR/NVR Protocol

DH2

Dome Protocol

DH-SD1/PELCO-D/

Direct Mode Interface: RS232/RS485

Network Mode Interface: RJ45

Display LCD, 75.2mmx33.85mm
Power adapter,

Power Supply input 100V~240V 50Hz/60Hz,

output DC12V/1000mA

PELCO-P, etc.
e g
Screen 10.1" TFT LCD touch
screen(1280x800)
Local Split Display Mode 1/4/9/16
Video Output 4CH HDMI
Local Decoding ACH@4K/16CH@1080P

Intercom

1 Pair 3.5mm jack

Body:
90mmx41mmx21mm

Dimension (L*W*H) (3.54"x1.61"x0.83")

Length:

560mm(22.05")

Outer Shell PC&ABS
Color White
N.W 48g(0.111b)

Joys ck

4-axis(zoom, focus, iris)

Power Consumption 5W
Working Temperature -10°C+55°C
Working Humidity 10% ~ 90%

Main Processor

Dual-core Processor

Working Temperature

0°C ~40C° (32°F ~104°F)

Atmosphere Pressure

86kpa~106kpa

Operating System

Embedded LINUX

Rela ve Humidity

0~95%

Dimension

330mmx160(140)mmx37.5(21)mm
(height: 200mm including joys ck)

Dimension

2.5kg (Including package)
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USB 2 USB3.0, 2 USB2.0
Power DC12V, 4A

All touch screen, 4K&H.265
Highlights decoding, Controls NVR, DVR,

EVS, Decoder, Matrix, Pla orm,
Local visible control
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DOME & EYEBALL CAMERAS

TDOECS2303, TDOEHS4202, TDOEHS5302, TDOECS8302, TDOEIS5302 TDOECS2502A, TDOEHS4502A, TDOECS5502A, TDOECS8503A, TDOEIA4302SA, TDOEIA8302SA

-t ] ‘ i - ‘/ f = --'
/ A
\ | Ay, . J - S
K/‘ / 1 o " ! ‘:’
Model PFA13A-E PFB204W PFB204W+PFA152-E Model PFA139 PFB204W PFB204W+PFA152-E
Mount Junction box Wall mount Pole mount Mount Junction box Wall mount Pole mount
TDODIA4302, , TDODIA5302 TDOEIY417L2, TDOECS540L2A-PD, TDOECS540L3A, TDOECS540L2A, TDOEIA45025A-Al, TDOEISS50L2A, TDOEIS530L2A, TDOEIS550L2A-PD, TDODIY550L2-Al
- o f a = p— @ ¢ ¢ 2o
d '\,. , = = - fl?’ “.’ : = = . J-uf”
- — y iy - - - ' Ve
Model PFA136 PFB203W PFB203W+PFA152-E Model PFA130-E PFB204W PFB204W+PFA152-E
Mount Junction box Wall mount Pole mount Mount Junction box Wall mount Pole mount
TDOEIA4302SA, TDOEIA4502SA-Al, TDOEIS550L2A, TDOEIA8302SA TDOECS450M, TDOECS560MA, TDOECS860MA, TDOBCY240L3A,
= & e P » # P p
N 47 - G = f - = £ |53
A P = =
Model PFA130-E PFB203W+PFA152-E Model PFA130-E PFB204W PFB204W+PFA152-E
Mount Junction box Pole mount Mount Junction box Wall mount Pole mount
TDODHS530M, TDODIY2N3, TDODIA430MS, TDODIA450M-Al, TDODIA530M, TDODIA840M, TDODIS2202-D
) f ¥ G
Y - ) . — -§
'A:‘, ”5‘ I'm=
Model PFA137 PFB203W PFB203W+PFA152-E
Mount Junction box Wall mount Pole mount
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TDOBCS2203, TDOBHS4202, , TDOBCS8302,

TDOBCYN3AS, TDOBCS2202PIR, TDOBHS580M, TDOBHS880MA, TDOBHS8803A, TDOBIS460M-Al, TDOBIA45025A-Al, TDOBIS550L2A,

& ; >
PN e — s ' p . 4 .
( A_ 5 ) =
SS o > ! i
Model PFA134 PFA150 PFA151 Model PFA130-E PFA130-E+PFA152-E
Mount Junction box Pole mount Corner mount Mount Junction box Pole mount

TDOBS2203, TDOBHS4202, TDOBHS5302, TDOBCS520L3, TDOBHS8302,
TDOBIA4302, TDOBIA5302, TDOBIA8302S, TDOBCS2202-PIR,

TDOBCY2N3AS,TDOBCS460M, TDOBCS560MA, TDOBCS88803A, TDOBCS880MA, TDOBIY2N3,
TDOBIA4502SA-Al, TDOBIA460M-Al, TDOBIS460MS, TDOBIS550L2A, TDOBIA860M

L
P i mm
€ s
| >
Model PFA134 PFA152-E Model PFA135 PFA152-E
Mount Junction box Pole mount Mount Junction box Pole mount

TDOBIS2403-4G TDIDIS510FA

- -— o" ( e > (- . 5 Q—
~— . K
/ = = o .‘ T ;
Model PFB121W Model PFB203-W PFA152-E
Mount Junction box Mount Junction box Junction box




PTZ CAMERAS

TDPTZHD2M25IRS, TDPTZHD4M30IR, TDPTZ2MP32IRTS, TDPTZ4MP30IRT

; - -213 ~ o
g S ‘o i ]
£ = C > o - 8
' ’ - ing ‘ =, P
- - » )
Model PFA110+PFB300S | PFA110+PFB300S+PFA120 | PFA110+PFB300C PFA150 PFA151 PFA140 PFA110+PFB303S
Mount Wall mount Junction box Ceiling mount Pole mount Corner mount Power box Parapet mount
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www.tdsecuritysystems.com

MCALLEN
1317 East Hackberry
McAllen, TX 78501

SAN ANTONIO
403 E Ramsey Ste. 203
San Antonio, TX 78216

*The product images shown are for illustration purposes only and may not be an exact representation of the product.
Tough Dog Security reserves the right to change product images and specifications at any time without notice.
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